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RT55/B  (Hinge Door version)  
555  LBS  THRUST
112  VOLT  
552"  SHAFT
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92-100-013   ARMATURE ASSEMBLY12V 3.625 

788-015 RETAINING RING

140-010 BEARING -BALL

2-200-301 CENTER HOUSING ASSEMBLY 3.625 WHT

421-336 HOUSING- BRUSH END 3.625 SW WHI

2-400-337 PLAIN END HOUSING ASSEMBLY 3.625

144-049 BEARING - FLANGE [SERVICE ONLY]

880-003 **SEAL

880-006 **SEAL WITH SHIELD

188-036 BRUSH ASSEMBLY [2. EA]

725-050 PAPER TUBE- BRUSH RETENTION

738-036 BRUSH PLATE W/HOLDER 3.625

975-040 SPRING - TORSION [2.EA]

337-036 **GASKET

701-008 **O-RING [2. EA]

701-081 **O-RING 

830-007 SCREW # 8-32 [2.EA ]

830-042 THRU BOLT 10-32 X 8.83 [2. EA]

990-067 WASHER - STEEL THRUST

990-070 WASHER - NYLATRON [2. EA]

2099095 MOTOR- ASSEMBLY 12V 3.62 SW VARS 

2032034 TUBE-CARBON COMPOSITE 52” WHT

1378122 PROPELLER KIT  

2091150 PROPELLER (W.WEDGE) 

2151726 WASHER- 5/16 STD 

2198400 ANODE-ZINC 3.25/3.625 LWR U 

2092600 PIN-DRIVE 

2991886 MOUNT,BOW ASSEMBLY,SW STD HNGD

2264244 ARM-UPPER STD SW TXT WHT

2994310 ARM-LOWER ASY STD WHT SW

2153603 EYE SHAFT-2 LOCKBAR STD SS

2152701 SPRING-(LOCKBAR) SS
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2233601 LOCKBAR (SS) (NEW 500)

2233603 LOCK BAR, REAR   S/S 

2152610 SPRING-PIN (LOCKBAR) [2. EA]

2262703 SPRING STOP 

2993983 BOWPLATE/INSRT ASSEMBLY,STD,SW

2263914 MOTOR REST STD MAXXUM WHT

2065676 DECAL-MOTOR REST RT/W [2. EA]

2260505 PIN-HINGE (HEADLESS) S/S

2260512 HINGE PIN (MAX,A/T)  S/S

2263011 E-RING 3/8 DIA. SHAFT [2. EA]

2293811 YOKE,MAX MNT-POLYPROPYLENE

2261708 WASHER-3/8X1/2X.016  (SS) [2. EA]

2236000 BEARING NYLINER [2. EA]

2293501 BUSHING, STAINLESS STEEL [4. EA]

2263500 BOLT, SHOULDER [2. EA]

2263434 SCREW, 8-18 X 1' PPH SS [2. EA]

2261505 SPACER, MOTOR REST [6. EA]

2991863 HINGE BASE/INSERT ASSEMBLY,SW,

2261859 HINGE DOOR STD  WHT TEX 

2151532 HINGE-SLEEVE HALF-AT [2. EA]

2223430 SCREW- #8X3/4 PPH TYPE 25 SS [2.EA]

2262642 PIN-HINGE DOOR, RT HNG,

2264706 INSERT-HINGE BASE (STD MT)

2260186 KNOB-HINGE COVER SW S/S

2232315 EYELET-ROPE STAINLESS STEEL

2251601 ROPE (40”),

2150400 PULL-GRIP

2151700 WASHER-EYE SHAFT(.562 OD)

2061517 COLLAR-CTRL BOX  SW WHT

2195626 DECAL-COVER, RT55/B HC

2300219 COVER- CONTROL BOX RIPTIDE WHT

2301310 SCREW-8-18 X 1/2  SS [2. EA]

2301710 WASHER-INSUL. (TRANSF.BAR) [2. EA]

2372100 SCREW-8-18 X 5/8 THD   (SS) [2. EA]

2263406 SCREW-10-24 X 2" SS PPH

2333101 NUT-HEX 10-24 UNC-2B NYLOC

2305400 SHRINK TUBE-3/8 OD X 1-1 [8. EA]

2302743 SPRING-DETENT -HANDLE-TILT

2303412 SCREW-6-20 X 5/8 SELF TAP [6. EA]

2263500 BOLT, SHOULDER [2. EA]

2062596 CONTROL BOX, SW, .725 BORE WHT

2305810 TAG-AIR SWITCH LEADS

2334007 CONTROL BOARD ASSEMBLY

2990915 HANDLE ASSEMBLY W/O U-JOINT

2302742 SPRING-DETENT(OFF) SS

2302745 SPRING-RELEASE BUTTON SS

2303720 RELEASE BUTTON-HANDLE 

2060411 HANDLE (TOP HALF)

2060415 HANDLE (LOWER HALF)

2303412 SCREW-6-20 X 5/8 SELF TAP [5. EA]

2060005 BEARING-HANDLE PIVOT [2. EA]

2302600 PIN-ACTUATOR

2302850 ACTUATOR-CAM

2302851 ACTUATOR-FWD/REV 

2302740 SPRING- (ACTUATOR)

2302741 SPRING-CAM (ZNC PLTD STEEL)

2332900 STRAIN RELIEF-C.CORD/SP.C

2330600 LEADWIRE (10 GA-4) (RINGS)

2011366 SCREW-COLLAR/NEW KNOB (SS)

2031520 COLLAR-DEPTH (W/O INSERT)

2994830 BAG ASSEMBLY

2263431 SCREW 1/4-20 X 3.5 PPH [6. EA]

2261713 WASHER-1/4 FLAT S/S [6. EA]

2263103 NUT-1/4-20 NYLOCK-JAM S/S [6. EA]

**Seal & Oring Kit P/N 2888460                                    * This item is part of an assembly. This item cannot be sold separately due to machining and /or assembly that is required.                         P/N 2194922   REV. B  1-02

In the U.S.A., replacement parts may be ordered directly from MINN KOTA Parts Dept.,
706 Holly Lane, P.O.Box 8129, Mankato, Minnesota 56002-8129. In Canada, parts may be
ordered from any of the Canadian Authorized Service Centers shown on the enclosed list.
Be sure to provide the MODEL and SERIAL numbers of your motor when ordering parts.
Please use the correct part numbers from the parts list. Payment for any parts ordered
from the MINN KOTA parts department, may be by cash, personal check, Discover Card,
MasterCard or VISA. To order, call 1-800-227-6433 or FAX 1-800-527-4464.

Fora da América do Norte, queira consul-
tar a lista anexa para identificar o Centro
de Seviço Autorizado MINN KOTA. Não
deixe de incluir o número do MODELO e
o número de SÉRIE do seu motor ao
pedir peças. Sempre use os números cor-
retos das peças da lista de peças.

Hors de États-Unis, voir la liste ci-jointe pour
le Centre de Service Agréé MlNN KOTA le
plus proche. Lors d'une commande, ne pas
oublier de fournir le numéro de modèle et le
numéro de série du moteur. Toujours men-
tionner le numéro de pièce exact figurant sur
la liste des pièces de rechange.

Fuera de los Estados Unidos, consultar la lista
anexa para ubicar el Centro de servicio autor-
izado MINN KOTA. No dejar de incluir el
número del MODELO y el número de SERIE
del motor para el cual se solicitan las piezas.
Usar siempre los números de pieza correctos
indicados en la lista de piezas.
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BBAATTTTEERRYY  IINNFFOORRMMAATTIIOONN::
Riptide 12V motors will operate with a deep

cycle marine 12 volt battery; 24V motors
require two 12V batteries wired in series; 36
volt motors require three 12V batteries
wired in series. For best results, use deep
cycle Minn Kota marine batteries with at
least a 105 ampere hour rating. As a gen-
eral on the water estimate, your 12 volt
motor will draw 1.0 ampere/hour, your 24
volt motor will draw .75 ampere/hour, 36 volt
will draw .5 ampere/hour for each pound of

thrust produced when the motor is running
on high. The actual ampere draw is subject
to your particular environmental conditions
and operation requirements.

Maintain batteries at full charge. Proper care
will ensure having battery power when you
need it, and will significantly improve the
battery life. Failure to recharge lead-acid
batteries (within 12-24 hours) is the leading
cause of premature battery failure. For best
results, use a variable rate Minn Kota
charger to avoid overcharging.

MMAAXXIIMMIIZZEERR::  
[[oonn  vvaarriiaabbllee  ssppeeeedd  mmooddeellss  oonnllyy]]
The built-In Maximizer’s solid state electronics

create pulse width modulation to provide
longer running time and extended battery
life. With the Maximizer speed control you

may, in some applications, experience inter-
ference in your depth finder display. We rec-
ommend that you use a separate deep
cycle marine batteries for your trolling motor
to alleviate this condition.

BBAATTTTEERRYY  CCOONNNNEECCTTIIOONN::

1122  VVoolltt  SSyysstteemm::  

a. Connect the positive (+) red lead to the
positive (+) battery terminal.
b. Connect the negative (-) black lead to
the negative (-) battery terminal.

2244  VVoolltt  SSyysstteemm::  

Two 12 volt batteries are required.The batter-
ies must be wired in series, as directed in
wiring diagram to provide 24 volts.
a. Connect the negative (-) black lead to
negative (-) terminal of battery 1.
b. Connect the connector cable to  positive
(+) terminal of battery 1 and to the nega-
tive ( - ) terminal of battery 2.
c. Connect the positive (+) red lead to the
positive (+) terminal on battery 2.

3366  VVoolltt  SSyysstteemm::  

Three 12 volt marine batteries are required.
The batteries must be wired in series, only
as directed in wiring diagram, to provide 36
volts.
a. Connect the negative (-) black lead to
negative (-) terminal of battery 1.

b. Connect a connector cable to  positive
(+) terminal of battery 1 and to the nega-
tive ( - ) terminal of battery 2.
c. Connect another connector cable to
positive (+) terminal of battery 2 and to the
negative ( - ) terminal of battery 3.
d. Connect the positive (+) red lead to the
positive (+) terminal on battery 3.

Although the RIPTIDE 101 will run on volt-
ages slightly below 24V, maximum thrust, at
this level, will be reduced significantly
(50%.)

NNOOTTEE::  DDoo  nnoott  uussee  yyoouurr  ccrraannkk  bbaatttteerryy  aass  oonnee
ooff  tthhee  ssuuppppllyy  bbaatttteerriieess;;  ccrraannkk  bbaatttteerriieess  aarree
nnoott  bbuuiilltt  ffoorr  ddeeeepp  ddiisscchhaarrggee  sseerrvviiccee..  UUssiinngg
tthhee  ccrraannkk  bbaatttteerryy  aass  oonnee  ooff  tthhee  ssuuppppllyy  bbaatt--
tteerriieess  wwiillll  ccaauussee  ccoorrrroossiioonn  ddaammaaggee  ttoo  yyoouurr
ttrroolllliinngg  mmoottoorr  aanndd  vvooiidd  tthhee  wwaarrrraannttyy..

Refer to the wiring diagram on following pages
before beginning hook-up.

If installing a leadwire plug, observe proper
polarity and follow instructions in your boat
owner’s manual.
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MOTOR

BLACK M-

RED M+

POT BOARD

CONTROL BOARD

CONNECTING WIRE

BATTERY 22BATTERY 11

BLACK M-

RED M+

BLACK LEADS B-

RED LEADS B+

8

RRTT7744//BB//HHCC  2244  VVOOLLTT

POT BOARD
CONTROL BOARD

BATTERY 

BLACK 

RED 

BLACK 

RED 

RRTT5555//BB//HHCC  Wiring Diagram




